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CONNECTIONS

Analogue Input Module

ADDRESSABLE INPUT MODULE

ORDER CODE
INPUT

Loop Powered - 17 V to 30 V DC

OK 0.6 - FLT OC 0.33 - FLT SC 0.79 mA

2.0 mA
22.5 mm

White / ABS - Flame Retardant rating 94V0

-10ºC to 50ºC / 95% RH Non-Condensing

100.3 (D) x 48 (H) mm / 152 g inc. packaging

SUPPLY VOLTAGE

LOOP CURRENT - QUIESCENT

LOOP CURRENT - ALARM LED ILLUMINATED

MAX. CABLE SIZE

COLOUR / CASE MATERIAL

OPERATING TEMPERATURE / MAX. HUMIDITY

DIMENSIONS / WEIGHT

Input Resistance values

2
2

K

4
K

7

LOOP OUT

LOOP IN

END OF LINE MONITORING RESISTOR 22K

ALARM RESISTOR (4K7) IN SERIES
WITH NORMALLY OPEN CONTACT

Fault
Short circuit   -     < 2K2
Open Circuit  -     > 47K
Normal           -     8K2 to 47K
Fire                  -    2K2 to 8K2

In order to indicate the status of the module’s working condition, two LEDs are provided:

STATUS: This LED will flash GREEN, every time the address associated with the module 
is polled by the addressable panel. 

FIRE: This RED LED will be illuminated continuously whenever there is a FIRE condition 
present at the input terminals. The analogue value reported by the module in this 
state is 64. If there is a open or short circuit condition the analogue value reported to 
the addressable panel is 4.

REPORTING DETAILS
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MORE INFO >>  WWW.GLOBALFIRE.PT

ADDRESS SETTINGS

4 ON =8
5 ON =16
6 ON =32

7 ON = 64
Address Switches binary weightsSwitches 1-7

Used to configure the module’s address

Switch 8
Not used1 2 3 4 5 6 7 8

ON
OFF

ON

OFF

D.I.L. SWITCHES CONFIGURATION

1 ON =1
2 ON =2
3 ON =4


