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Multi-format digital receiver

» Main features: » Characteristics of the receiver:

e Card based expandable e 3/1, 4/2 formats with or without parity and 4/1 without
design parity at 10 — 40 bps; 4/1, 4/2, 4/3 DTMF formats

e PSTN line input up to 8 e Ademco Contact ID format, Ademco SuperFast or High
phone lines Speed format with or without parity, Ademco Express

* Optl?nal 22 GO EYIE format, FBIl Superfast format with or without parity, SIA
receiver (UHF frequency)

2 RS232 ports format: 110 and 300 baud, tone and data acknowledge;
1 Parallel printer port full level 2, partial level 3 support
1 USB port e 1400Hz, 2300Hz, Dual-tone and SIA FSK/CFSK
1 Ethernet port handshakes in programmable sequence
Graphical LCD screen e Caller ID capability (Bellcore and ETT)
Backup battery terminal e 2000-event non-volatile event buffer in the CPM2
Real-time clock and e 500-event non-volatile buffer on each line cards
calendar e Continuous control of the cards by the CPM2
. e Continuous check of the receiver-computer link with
» Technical data: “heartbeat” protocol
* i“SpEB'AV:Itage: e Telephone line supervision
. Cu;'rent TR e AC failure detection and backup battery supervision
Maximum: 3A e Inputs on the CPM2 for external acknowledge and
e Dimensions: tamper supervision
19” rack e 2 Programmable Outputs on the CPM2
485 x 225 x 145mm e Each line card has an output for 2-way audio

e Weight: 5,5 kg e Firmware Upgrade by user supported




