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●10CH inputs

Monitor volume contro l

Built- in speaker

5 LED ind icator of leve l meter
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FEATURES
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①Power Switch ②Power Indicator ③Monitor Speaker

④Display Screen ⑤ Channel Switch ⑥Monitor Volume Controller

①Channel 1~10 input terminals ②AC Power cord ③Fus e

FRONT PANEL

Zone Monitor Panel CE-V12M
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CAUTION!

!
RISKO F EL ECT RIC SHOCK

DO NOT OP EN

WARNING!
TO RED UCE T HE RIS K OF FIRE O RE L ECTRI C

SH OC K DO NO T E XPO SE T HIS E Q U IP M EN T T O

RAIN O R M OI ST U PE
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CAUTION!

!
R IS KOF ELECTRIC SHOC K

DO NOT OPEN

WARNI NG!
TO RED UCE T HE RISK OF FI RE O RE LE CT RIC

SH OCK DO NO T E XPO SE THI S E QUIP MENT TO

R AIN O RM O IST UPE

CH1 CH2 CH3 CH4 CH5

CH6 CH7 CH8 CH9 CH10

INP UT

AUTI PUT

FUSE 0. 5A

A C220 V

A LARM IN

A LARM OUT

FUSE 0.5A

CH1 CH2 CH3 CH4 CH5

CH6 CH7 CH8 CH9 CH10

CE-V13D 10 Zone S peaker Selec tor



INPUT 70~100V

Protection

Dimensions(LxWxH)

Gross weight

Net weight

AC FUSE 0.5A 1（ ）×

482mm 330mm 88mm× ×

6Kg

7Kg

POWER AC 220V 10%, 50/60Hz±

Specif ications are subjec t to change without notice.

1. Make sure to connect wel l before turn on the power.
2.Select channel that you want to monitor th rough the MONITOR button ,

and the speaker on the front panel will sound.
3. Monitor vo lume can be control led by the VOLUME CONTROLLER on the front panel.



CAUTION:Do not open the equipment cover arbitrarily,
so as not to electric shock.P lease contact the professionals
to maintain if necessary .
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