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CONNECTIONS
ADDRESSABLE ZONE MONITORING UNIT

ORDER CODE
ZMU

External Supply Switch:
If module is powered from external 24V DC
both switches should be placed in the OFF position.
When powered exclusively from the analogue loop
both switches should be in the ON postion.

Loop Powered - 20 V to 30 V DC

22.5 mm

White / ABS - Flame Retardant rating 94V0

-10ºC to 50ºC / 95% RH Non-Condensing

100.3 (D) x 48 (H) mm / 109 g inc. packaging

1.8 mA (Quiescent) - 3.2 mA (Zone OC)

25 mA (FIRE) - 38 mA (Zone Short-Circuit)

0.5 mA 

4.5 mA (Quiescent) - 4.5 mA (Zone OC) @ 28 V DC nominal

29 mA (FIRE) - 44 mA (Zone Short-Circuit) @ 28 V DC nominal
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RES = Alarm Resistor in series
with dry NO contact range
270 Ohms to 680 Ohm (1W).

NOTE: Maximum 32 conventional devices per zone.

*Active End of Line Capacitor
10uF/50V Bipolar Electrolytic
Aluminium.
Resistive End of Line
4K7 -1/4 W resistor.

ZMU
Addressable Zone Monitoring Unit

ma_zmu_01_010001_en_190122

MADE IN PORTUGAL - EU

In order to indicate the status of the module’s working condition, three LEDs are provided:

STATUS: Green LED. Pulses at every panel poll.

FIRE: Red LED. ON when zone is in alarm.

FAULT: Yellow LED. ON while there is an open or short-circuit condition in the zone.

It will also be activated if e.o.l. capacitor is removed. 
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ADDRESSING D.I.L. SWITCH CONFIGURATION

Switches 1-7 - Used to configure the module’s address.

Switch 8 - OFF: Active End of Line / ON: Resistive End of Line.

(Special function on Programming Mode. More details at

Programming Manual available at our website).


